# 5" PRO SERIES CHANNEL™ DRAINS

---

## Grate Specifications

**Grate Opening Sizes:**

- 1\(\frac{5}{8}\)" x 1\(\frac{3}{4}\)"
- 3\(\frac{1}{2}\)" x 1\(\frac{1}{4}\)"
- 3\(\frac{3}{4}\)" x 1\(\frac{1}{4}\)"

**Openings:**

- 5\(\frac{3}{4}\)" x 3\(\frac{3}{4}\)" Grate Opening

**Grate Should Be Recessed:**

- 1\(\frac{8}{16}\)" below finish grade in non traffic applications.
- 1\(\frac{4}{16}\)" in traffic applications.

**Bottom Outlet Fits:**

- 3" and 4" S&D fittings

---

## Product Specifications

**Part No. 864:**

- 5" x 1 Meter Light Traffic Channel Grate & Channel Drain Kit
- Includes 1 end outlet & 1 end cap

**Specifications:**

- Grate should be recessed 1\(\frac{8}{16}\)" below finish grade in non traffic applications.
- Grate should be recessed 1\(\frac{4}{16}\)" in traffic applications.

**Bottom outlet fits 3" and 4" S&D fittings**

---

## Part No. 826

- 5" x 20" Pedestrian Traffic Channel Grate

**Grate Should Be Recessed:**

- 1\(\frac{8}{16}\)" below finish grade in non traffic applications.

**ADA Compliant/Heel-proof**

**Requires:** #829 screws.

---

## Part No. 814

- 5" x 20" Light Traffic Channel Grate

**Grate Should Be Recessed:**

- 1\(\frac{4}{16}\)" in traffic applications.

**ADA Compliant**

**Requires:** #829 screws.

---

## Part No. 828

- 5" x 20" Load Star Heavy Traffic Channel Grate

**Grate Should Be Recessed:**

- Requires 4 Screws per Grate

**ADA Compliant**

**Requires:** #829 screws.

---

## Part No. 823

- 5" x 20" Cast Iron Channel Grate

**Grate Should Be Recessed:**

- Requires 4 Screws per Grate

**ADA Compliant**

**Requires:** #829 screws.

---

## Note

- All dimensions are nominal. All weights are for shipping purposes only. Availability is subject to change.

---

For customer service, please send your fax to: 1-800-726-1998 or call 1-800-726-1994.
# 5" PRO SERIES CHANNEL™ DRAINS

## Modular Channel Drains

*Produced under license of First Plast S.R.L.- Italy

<table>
<thead>
<tr>
<th>Part No.</th>
<th>Description</th>
<th>Color</th>
<th>Pkg. Qty.</th>
<th>Wt. Ea. (lbs.)</th>
<th>Product Class</th>
<th>Specifications</th>
</tr>
</thead>
<tbody>
<tr>
<td>820</td>
<td>5&quot; x 20&quot; Shallow Profile Channel Drain*</td>
<td>Light Gray</td>
<td>10</td>
<td>0.15</td>
<td>25IN</td>
<td></td>
</tr>
<tr>
<td>821</td>
<td>5&quot; Shallow Profile End Cap/ 1-1/2&quot; SCH 40 SPT Knock Out End Outlet*</td>
<td>Light Gray</td>
<td>10</td>
<td>0.15</td>
<td>25IN</td>
<td></td>
</tr>
<tr>
<td>822</td>
<td>5&quot; Shallow Profile 3&quot; S&amp;D SPT Bottom Outlet/ 1-1/2&quot; SCH 40 SPT Side Outlet</td>
<td>Light Gray</td>
<td>10</td>
<td>0.60</td>
<td>25IN</td>
<td></td>
</tr>
<tr>
<td>811</td>
<td>5&quot; Deep Profile 3&quot; S&amp;D Pipe Hub &amp; 4&quot; S&amp;D Fitting SPT End Outlet</td>
<td>Light Gray</td>
<td>10</td>
<td>0.40</td>
<td>25IN</td>
<td></td>
</tr>
<tr>
<td>813</td>
<td>5&quot; Deep Profile End Cap/3&quot; S&amp;D Hub &amp; 4&quot; S&amp;D SPT Knock Out End Outlet</td>
<td>Light Gray</td>
<td>10</td>
<td>0.40</td>
<td>25IN</td>
<td></td>
</tr>
<tr>
<td>812</td>
<td>5&quot; Deep Profile End Cap</td>
<td>Light Gray</td>
<td>10</td>
<td>0.20</td>
<td>25IN</td>
<td></td>
</tr>
<tr>
<td>861</td>
<td>5&quot; Deep Profile Grate &amp; Channel Drain 90 Degree Elbow</td>
<td>Light Gray</td>
<td>1</td>
<td>3.44</td>
<td>25IN</td>
<td></td>
</tr>
<tr>
<td>862</td>
<td>5&quot; Deep Profile Grate &amp; Channel Drain 45 Degree Elbow</td>
<td>Light Gray</td>
<td>1</td>
<td>3.44</td>
<td>25IN</td>
<td></td>
</tr>
</tbody>
</table>

Grate should be recessed 1/8" below finish grade in non traffic applications. Grate should be recessed 1/4" in traffic applications.

Note: All dimensions are nominal. All weights are for shipping purposes only. Availability is subject to change.

For customer service, please send your fax to: 1-800-726-1998 or call 1-800-726-1994.